
Option 1

Architecture scenario one – EELs BellSouth CO

BellSouth CO with CLEC collo

CLEC CO (switch)

• One CLEC switch per LATA
• EELs to serve most customers
• Collocation in every LATA at an access tandem 

to serve all lines within the LATA

EELs

Special Access
UNE-loops
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Option 2

BellSouth CO

BellSouth CO with CLEC collo

CLEC CO (switch)

Architecture scenario two – Collocation

• One CLEC switch per LATA
• UNE-loops to reach customers
• User adjustable choice of transport (UNE-

transport or Special Access) as surrogate for 
CLEC-owned infrastructure

• Larger DSL footprint

UNE-loops

Special Access

UNE-transport
or Special Access
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Option 3

BellSouth CO

BellSouth CO with CLEC collo

CLEC CO (switch)

Architecture scenario three – Collocation/EELs Hybrid

UNE-loops

Special 
Access
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• One CLEC switch per LATA
• BACE optimizes collocation and EELs



Collocation CLEC Facilities at BellSouth End Office
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Dark shading indicates BST provided: White indicates CLEC provided, Light Shading is CLEC space

BellSouth Telecommunications, Inc.
Alabama Public Service Commission

Docket No.29054 (Phase II) 
Exhibit WKM-2

Page 1 of 1



Collocation 
facilities at 

BellSouth Tandem
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- Dark Shading indicates BellSouth provided: White indicates CLEC provided , Light Shading is CLEC space
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Interconnection with other service providers

Interconnection 

with 

BellSouth

Interconnection 

with 

Interexchange Carriers, 
Wireless Carriers

- Dark shading indicates BST provided: White indicates CLEC provided : Medium shading is other entities
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BellSouth
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ATM 
Switch

Switch Voicemail

Services provided via Wholesale or UNEs
• Operator service/directory assistance
• STP / Signaling 
• LIDB
• CNAM
• LNP

Connections to BellSouth access tandem

DSX-1 
Panel

DSX-3 
Panel

Mux

NETWORK DESIGN: 
DESCRIBING CLEC FACILITIES – CLEC Switching Center

Land and Building
Power
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Special 
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Separate 
DS1s for 
•E911
•Operator 
Service
•Directory 
Assistance

- Dark shading indicates BST provided (or wholesale purchase): White indicates CLEC provided, Light shading is CLEC space.

DLC-COT
(RT administration 

functions only)
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